
 
Catnic - A Tata Steel Enterprise

Archformer PVC-u Non
Load Bearing
ACA
PVC-u arch unit for use over openings in external cavity walls with masonry or
timber frame construction, providing permanent centring for brick arch
construction. Allows easy construction of segmental arches and includes
integral weep vent.

Wall Construction

Inner Leaf N/A

Outer Leaf N/A

Cavity N/A

Loading Conditions N/A DUTY

Specification

Product Code Span (mm) Rise (mm) Minimum Opening (mm) Maximum Opening (mm)

ACA0475 450 75 450 500

ACA0525 500 75 500 550

ACA0575 550 75 550 600

ACA0625 600 75 600 650

ACA0675 650 75 650 700

ACA0725 700 75 700 750

ACA0775 750 75 750 800

ACA0825 800 75 800 850

ACA0875 850 75 850 900

ACA0925 900 75 900 950

ACA0975 750 75 750 800

ACA1025 1000 75 1000 1050

ACA1075 1050 75 1050 1100

ACA1125 1100 75 1100 1150

ACA1175 1150 75 1150 1200

ACA1225 1200 75 1200 1250

ACA1275 1250 75 1250 1300

ACA1325 1300 75 1300 1350

ACA1375 1350 75 1350 1400

ACA1425 1400 75 1400 1450

ACA1475 1450 75 1450 1500

ACA1525 1500 75 1500 1550

ACA1575 1550 75 1550 1600

ACA1625 1600 75 1600 1650

ACA1675 1650 75 1650 1700

ACA1725 1700 75 1700 1750

ACA1775 1750 75 1750 1800

ACA1825 1800 75 1800 1850



Note: Whilst the above information is intended to offer general guidance regarding typical applications, it
should not be considered as comprehensive. Requirements not fully covered by the above should be
referred to our technical services department for individual consideration.
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Product Code Span (mm) Rise (mm) Minimum Opening (mm) Maximum Opening (mm)

ACA1875 1850 75 1850 1900

ACA1925 1900 75 1900 1950

ACA2025 2000 75 2000 2050

ACA2075 2050 75 2050 2100

ACA1975 1950 75 1950 2000

ACA2125 2100 75 2100 2150

ACA2175 2150 75 2150 2200

ACA2225 2200 75 2200 2250

ACA2275 2250 75 2250 2300

ACA2325 2300 75 2300 2350

ACA2375 2350 75 2350 2400

ACA2425 2400 75 2400 2450

ACA2475 2450 75 2450 2500

ACA2525 2500 75 2500 2550

ACA2575 2550 75 2550 2600

ACA2625 2600 75 2600 2650

ACA2675 2650 75 2650 2700

ACA2725 2700 75 2700 2750

ACA2775 2750 75 2750 2800

ACA2825 2800 75 2800 2850

ACA2875 2850 75 2850 2900

ACA2925 2900 75 2900 2950

ACA2975 2950 75 2950 3000

ACA3025 3000 75 3000 3050

ACA3075 3050 75 3050 3100

ACA3125 3100 75 3100 3150

ACA3175 3150 75 3150 3200

Benefits

It is possible to reuse all of our lintels, providing that they are not damaged. Contact our technical team for more information
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