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Catnic - A Tata Steel Enterprise

Standard Duty Steel Lintel

CNb51C

Standard duty steel lintel for use in masonry construction for 200mm and
215mm exterior solid walls. Non insulated, manufactured from galvanised

steel with Catnic's signature black powder coating.

N

Wall Construction EXTERNAL SOLID WALL

Inner Leaf N/A

Outer Leaf 200-215

Cavity N/A

Loading Conditions STANDARD DUTY

Specification

Product Code Standard Length (mm) SWL (kN) Weight (kg) Nominal Height (mm)
CN51C2100 2100 12 25.75 167

CN51C2400 2400 12 29.42 167

CN51C2700 2700 12 33.10 167

e The SWL (safe working load) is based on the total UDL (uniform distributed load) over maximum span using 150mm end bearings.

o Standard length are available from 2100mm to 2700mm in 300 mm increments.

Benefits

o Duplex Corrosion Protection

o Made in the UK for a lower carbon footprint and certified to BES 6001 Responsible Sourcing standard.

o Made using lower carbon manufacturing

o [tis possible to reuse all of our lintels, providing that they are not damaged. Contact our technical team for more information



Note: Whilst the above information is intended to offer general guidance regarding typical applications, it
should not be considered as comprehensive. Requirements not fully covered by the above should be
referred to our technical services department for individual consideration.
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