
 
Catnic - A Tata Steel Enterprise

Extra Heavy Duty Steel
Lintel
CX70/125
Steel lintel for use in extra heavy duty masonry cavity wall construction,
designed to support typical masonry, timber floor and roof loads found in
most buildings and suitable for fairfaced inner leaf masonry. Open back
profile allows masonry to be built up continuously on both outer and inner
leaf. Manufactured from galvanised steel, supplied fully insulated, with integral
plaster key and Catnic's signature black powder coating

Wall Construction CAVITY WALL

Inner Leaf 125-140

Outer Leaf 100-102

Cavity 70-85

Loading Conditions EXTRA HEAVY DUTY

Specification

Product Code Standard Length (mm) SWL (kN) 1:1/19:1 Weight (kg) Nominal Height (mm)

CX70/1250900 900 60 14.91 232

CX70/1251050 1050 60 17.40 232

CX70/1251200 1200 60 19.88 232

CX70/1251350 1350 60 22.37 232

CX70/1251500 1500 60 24.86 232

CX70/1251650 1650 60 27.34 232

CX70/1251800 1800 60 29.83 232

CX70/1251950 1950 60 32.31 232

CX70/1252100 2100 60 34.80 232

CX70/1252250 2250 60 37.28 232

CX70/1252400 2400 60 39.77 232

CX70/1252550 2550 60 42.25 232

CX70/1252700 2700 60 44.74 232

CX70/1252850 2850 55 47.22 232

CX70/1253000 3000 55 49.71 232

CX70/1253300 3300 50 67.82 232

CX70/1253600 3600 50 73.98 232

CX70/1253900 3900 50 80.15 232

CX70/1254200 4200 32 86.31 232

CX70/1254500 4500 32 94.02 232

CX70/1254800 4800 32 98.64 232

The SWL (safe working load) is based on the total UDL (uniform distributed load) over maximum span using 150mm end bearings.


